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Chapter 1
Before Executing Setup Operation
1.1
Precautions on Setup Operation
Be aware of the following points while executing the setup operation of the device.

(1)
Precautions when starting
When starting the OS of a node, turn off the power (turn off the power lamp) and wait for one minute or more to turn on the power by pressing the power lamp switch or the power switch.
(2)
Precautions when power indicator lights up

The status when the power indicator lighting is a status that the power is supplied to the node. Therefore, in this status, do not execute the following operations during the installation operation.
(
Installing and removing parts

(
Inserting and unplugging cables

(3)
Precautions when a failure is detected by LED.
NOTE:
In the case of D51B-2U, even if LED is lit, ignore it. Log into MegaRAC GUI and confirm Event Log. For the details of MegaRAC GUI, refer to “QuantaGrid Series D51B-2U Technical Guide”.
When LED of the node lights up in amber, a failure is detected.
When a failure has occurred in the hardware, refer to “Replacement ‘Chapter 1 Replacing the Components of Hitachi Data Ingestor’ (REP 01-0000)”, and replace the failed parts.

(4)
Precautions on disk array subsystem
When the disk array subsystem is connected, do not shut down the disk array subsystem during the installation operation.
(5)
Precautions when executing the setup operation
Before executing the setup operation, you must confirm that the console window is available to use it.
When using KVM for the setup operation, refer to Set Up “1.2 Confirmation of KVM Connection” (SETUP 01-0010).
When using the remote console for the setup operation, refer to Set Up “1.4 Connection Confirmation of the Remote Console” (SETUP 01-0010).
In the single node configuration, refer to Set Up “1.4 Connection Confirmation of the Remote Console” (SETUP 01-0010) because it uses the remote console.
1.2
Confirmation of KVM Connection
Before executing the setup operation by using KVM in the cluster configuration, the console must be usable.
Confirm the KVM Connection with reference to “B.1.1 Confirmation of KVM Connection”.
1.3
Startup Confirmation of the OS by using KVM
Whether the OS has been started or not can be checked by using the KVM console window, if the OS is installed already in the cluster configuration.
Confirm the startup of the OS by using KVM with reference to “B.1.2 Startup Confirmation of the OS by Using KVM”.

1.4
Connection Confirmation of the Remote Console
Before executing the setup operation by using the remote console, the console must be in the state of usable.
Confirm the connection of the remote Console with reference to “B.1.4 Connection Confirmation of the Remote Console”.
1.5
Startup Confirmation of OS by using Remote Console
If the OS is installed in the node, whether the OS is operating or not can be confirmed by the remote console window.
This procedure assumed that the connection confirmation by the remote console has been completed at 
Set Up “1.4 Connection Confirmation of the Remote Console” (SETUP 01-0010).

Confirm the startup of OS by using remote Console with reference to “B.1.5 Startup Confirmation of OS by Using Remote Console”.
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