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Chapter 7
BIOS and Various Types of Firmware Update Procedure
7.1
BIOS Update Procedure
For the BIOS updating procedures, refer to “B.2.1 BIOS Version Checking Procedure”.
7.2
HBA Firmware Update Procedure
NOTE:(
Execute this operation in the cluster configuration and in the single node configuration at the time of connecting the disk array subsystem.
(
Before executing the update procedure of the HBA firmware, acquire CDROM in which the HBA firmware file to be updated is stored in advance.
(
The same procedure can be used for the downgrade.
(1)
Execute the HBA firmware update.

Refer to “Maintenance Tool ‘2.25 Updating the HBA Firmware (fchbafwupdate)’ (MNTT 02-1630)”, and execute the HBA firmware update.

(2)
Check the HBA firmware version after the update.

Refer to “Maintenance Tool ‘2.24 Checking the HBA Firmware Version (fchbafwlist)’ (MNTT 02-1600)”, and check the version of the HBA firmware.

Check that the HBA firmware version is the version that the update was executed in step (1) after the update.

If the version of the HBA firmware differs, execute step (1) again.

If the HBA firmware version still differs, contact the Technical Support Center.

7.3
RAID Controller Firmware Update Procedure

NOTE:(
Before executing the firmware update procedure of the RAID controller, acquire CDROM in which the firmware file of the RAID controller to be updated is stored in advance.
(
The same procedure can be used for the downgrade.
(1)
Execute the RAID controller firmware update.

Refer to “Maintenance Tool ‘2.47 Updating the Built-in RAID Controller Firmware (internalraidfwupdate)’ (MNTT 02-2640)”, and execute the RAID controller firmware update.

(2)
Check the RAID controller firmware version after the update.

Refer to “Maintenance Tool ‘2.46 Confirming the Built-in RAID Controller Firmware Version (internalraidfwget)’ (MNTT 02-2610)”, and check the firmware version of the RAID controller.

Check that the RAID controller firmware version is the version that the update was executed in step (1) after the update.

If the RAID controller firmware version differs, execute step (1) again.

If the RAID controller firmware version still differs, contact the Technical Support Center.

7.4
BMC Firmware Update Procedure

For the BMC firmware updating Procedures, refer to “B.2.2 BMC Firmware Version Checking Procedure”.
NOTE:
If the remote console is used when executing the BMC firmware updating procedures, session between the maintenance PC and the node will be aborted. In that case, establish the session again using the same address.
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