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Chapter 9
Appendix
9.1
UTC-based Time Setting
The maintenance personnel need to check the built-in clock in the motherboard of a node before the OS is installed initially or after the motherboard of node is replaced, and if the time is off, set it to be on time.
Start the BIOS Setup Utility of the node, and then set the time of the built-in clock in the motherboard. The time must be the Universal Coordinated Time (UTC), not the standard time at the customer site.
For the BIOS Setup Utility, refer to the manual of the subject model.
NOTE:
When setting the time, take account of Daylight Saving Time.
Acquire the UTC (Universal Coordinated Time) with the procedure of (1), and set the time with the procedure of (2). If the UTC cannot be acquired, acquire the GMT (Greenwich mean time) instead of the UTC.
(1)
Acquiring the UTC (Universal Coordinated Time)
The UTC is acquired on the maintenance PC.
(a)
Open [Control Panel] on the maintenance PC and confirm the display method shown on the upper right side of the window.

If the display method is either “Large icons” or “Small icons”, click “Date and Time” icon on the upper side of the window.

If the display method is “Category”, click “Clock, Language, and Region” and click “Date and Time” on the displayed window.

Confirm that the displayed time zone is showing your local area.
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Figure 9.1-1  “Date and Time” window 1
If the time zone is different, click “Change time zone...”.
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Figure 9.1-2  “Date and Time” window 2
When “Time zone Settings” window is appeared, select your local area from the drop-down list and press “OK”.
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Figure 9.1-3  “Time zone Settings” window 1
When you press “OK”, “Time zone Settings” window is closed.
NOTE:
When Daylight Saving Time is being applied, check [Automatically adjust clock for Daylight 
Saving Time] box in the “Time zone Settings” window and press “OK”.
Daylight Saving Time considered time will be set in the next step.
(b)
Confirm that the time and date displayed in the “Date and Time” window have been set to your local time.
Note that the time error is within 5 seconds. If the time is wrong, click “Change date and time...” button.
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Figure 9.1-4  “Date and Time” window 3
NOTE:
If you checked [Automatically adjust clock for Daylight Saving Time] box in the “Time zone Settings” window, set the time considering that Daylight Saving Time is being applied.
Press “OK” after setting the Date and Time.
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Figure 9.1-5  “Date and Time Settings” window 1
If you press “OK”, “Date and Time Settings” window is closed.
(c)
Click “Time zone settings” button in the “Date and Time” window again to open the “Time zone settings” window. Then select “(UTC) Coordinated Universal Time” in the time zone (T) and click “OK”.
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Figure 9.1-6  “Time zone settings” window2
(d)
Make a note of the time and date of UTC (Coordinated Universal Time) in the “Date and Time” window.
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Figure 9.1-7  “Date and Time” window 4
(2)
Set the time in BIOS
For the time setting in BIOS, refer to “B.2.4 Set the Time in BIOS”.
9.2
Acquiring OS Time
(1)
Acquiring date and time
Execute the timeget command without specifying an option on the node where you want to acquire time.
(2)
Set date and time in maintenance PC
Open [Control Panel] on the maintenance PC and confirm the display method shown on the upper right side of the window.

If the display method is either “Large icons” or “Small icons”, click “Date and Time” icon on the upper side of the window.

If the display method is “Category”, click “Clock, Language, and Region” and click “Date and Time” on the displayed window.

When “Date and Time” is displayed, click “Change date and time...” and set the time and date acquired in the procedure (1). Note that the time error is within 5 seconds.

Press “OK” after setting the Date and Time.
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Figure 9.2-1 “Date and Time Settings” window 1
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