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Chapter 1
Overview of Disk Settings
When you connect the Hitachi Data Ingestor node to the disk array subsystem, various types of settings such as LU (Logical Unit) creation, port setting, and LUN Manager setting are necessary in the disk array subsystem.
For detailed settings of the disk array subsystem of AMS2000 series, MSS, and HUS100 series refer to 
Disk Setting “Chapter 2 Disk Setting for AMS2000 series, MSS, and HUS100 series” (DSKST 02-0000) and 
Disk Setting “4.1 Setting Example of AMS2000 Series, MSS, and HUS100 series” (DSKST 04-0000).
For detailed settings disk array subsystem of USP V, USP VM, VSP, VSP G1000, VSP Gx00/VSP Fx00, or HUS VM, refer to 
Disk Setting “Chapter 3 Disk Setting for USP V, USP VM, VSP, VSP G1000, VSP Gx00/VSP Fx00, and HUS VM” (DSKST 03-0000) and Disk Setting “4.2 Setting Example of USP V, USP VM, VSP, VSP G1000, VSP Gx00/VSP Fx00, and HUS VM” (DSKST 04-0060).
Set disks by referring to the following sections for overview of the disk setting procedures, as well as by referring to the chapters for disk setting procedures.
1.1
Overview of Disk Setting Procedures for AMS2000 Series, MSS, and HUS100 Series
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*1:
In single node configuration, one node acquires the WWN.
1.2
Overview of Disk Setting Procedures for USP V, USP VM, VSP, VSP G1000, 
VSP Gx00/VSP Fx00, and HUS VM
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*1: In single node configuration, one node acquires the WWN.
Set and confirm LUs used in Hitachi Data Ingestor.


Disk Setting “2.2 Setting and Confirming LUs used in Hitachi Data Ingestor” �(DSKST 02-0030)





Set and confirm the disk array subsystem operations.


Disk Setting “2.1 Setting and Confirming the Disk Array Subsystem” (DSKST 02-0010)





Acquire WWNs of both nodes. (*1)


Disk Setting “2.3 Acquiring WWNs of Nodes” (DSKST 02-0090)





Set and confirm system parameters.


Disk Setting “2.4 Setting and Confirming System Parameters” (DSKST 02-0110)





Set and confirm the LUN Manager.


Disk Setting “2.5 Setting and Confirming the LUN Manager” (DSKST 02-0140)





Set and confirm the system LUs used in Hitachi Data Ingestor.


Disk Setting “3.2 Setting and Confirming LUs used in Hitachi Data Ingestor”� (DSKST 03-0020)





Set and confirm the disk array subsystem operations.


Disk Setting “3.1 Setting and Confirming for the use of Disk Array Subsystem” (DSKST 03-0010)





Acquire WWNs of both nodes. (*1)


Disk Setting “3.3 Acquiring WWNs of Nodes” (DSKST 03-0050)





Set and confirm system parameters.


Disk Setting “3.4 Setting and Confirming System Parameters” (DSKST 03-0070)





Set and confirm the LUN Manager.


Disk Setting “3.5 Setting and Confirming the LUN Manager” (DSKST 03-0080)
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