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B.5
Disk Setting
B.5.1
Acquiring WWNs of Nodes
Acquire WWN of the node set in the HBA BIOS from the liquid crystal display or the remote console.

For connecting the liquid crystal display, refer to “Set Up ‘1.2 Confirmation of KVM Connection’ (SETUP 01-0010,)”.and for connecting the remote console, refer to “Set Up ‘1.4 Connection Confirmation of the Remote Console’ (SETUP 01-0010.)”
(1)
Perform item (a) when the OS is terminated or perform (b) when the OS is started.

(a)
Start the OS by referring to “Installation ‘2.1.1 Procedure for turning on the power’ (INST 02-0000.)”
(b)
Restart the OS by referring to “Installation ‘2.1.3 Procedure for rebooting the OS’ (INST 02-0100.)”
(2)
If the following message is displayed while the OS is in operation, press [Ctrl] key while holding down the [R] key to display the Hitachi Fibre Channel Adapter ROM BIOS window.
 SHAPE  \* MERGEFORMAT 



(3)
Select “SELECT HBA” as shown in Figure B.5.1-1, and then press [Enter] key.
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Figure B.5.1-1  SELECT OPERATION window
(4)
Take a note of WWN (16-digit alphanumeric characters) displayed at “FC WORLD WIDE NAME” as shown in Figure B.5.1-2 in the worksheet for a memo of WWN as shown in Table B.5.1-1, and then press [Esc] key to return to the previous window.

[image: image3]
Figure B.5.1-2  SELECT HBA window (Example)
NOTE:
Columns “List No.1” and “List No.2” in Table B.5.1-1 correspond to the list numbers “1” and “2” in Figure B.5.1-2.
Table B.5.1-1  Example of Writing Worksheet for Memo of WWN when the port number of Node0 is “1”
	
	List No.1 (*1)
	List No.2 (*2)

	node
	50000870 0053C160
	


*1:
This corresponds to the port “fc0004” in ‘Table A.2.2.2-1 Rear View of the Node (Example.)’
*2:
This corresponds to the port “fc0005” in ‘Table A.2.2.2-1 Rear View of the Node (Example.)’
(5)
The window as shown in Figure B.5.1-1 is displayed. Press [Esc] key to display the EXIT SETUP window as shown in Figure B.5.1-3. Select “EXIT SETUP” and press [Enter] key. The node will be rebooted.

[image: image4]
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Figure B.5.1-3  EXIT SETUP window
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＜Message＞


Hitachi Fibre Channel Adapter ROM BIOS Version XX.XX.XX.XX 


Copyright (C)HITACHI,Ltd 20XX,20XX. All rights reserved.





Press <Ctrl-R> to Enter BIOS
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