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This page is for editorial purpose only.
B.5
Disk Setting
B.5.1
Acquiring WWNs of Nodes
Acquire WWN of the node set in the HBA BIOS from the console of KVM, LCD, or Remote console.
In the cluster configuration, perform this operation for either node by switching the console.
For connection of KVM and LCD, refer to “Set Up ‘1.2 Confirmation of KVM Connection’ (SETUP 01-0010)” and for connection of Remote console, refer to “Set Up ‘1.4 Connection Confirmation of the Remote Console’ (SETUP 01-0010.)”
B.5.1.1
In the case of Emulex HBA
(1)
Perform item (a) when the OS is terminated or execute (b) when the OS is started.
(a)
Start the OS by referring to “Installation ‘2.1.1 Procedure for turning on the power’ (INST 02-0000)”.
(b)
Restart the OS by referring to “Installation ‘2.1.3 Procedure for rebooting the OS’ (INST 02-0100)”.
(2)
If the following message is displayed while the OS is in operation, press [E] key while holding down the [Alt] key or [Ctrl] key to display the Emulex Utility window.
NOTE:
When using Remote console, the console window is closed by pressing the [E] key while holding down the [Alt] key. Therefore, hold down the [Ctrl] key and press the [E] key.
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(3)
Enter a list number (1 or 2) of a port where WWN to be acquired in “Enter a Selection:” as shown in Figure B.5.1.1-1, and then press [Enter] key.
If WWNs of all the installed ports have already been acquired, press [x] key and execute step (5).
NOTE:(
Figure B.5.1.1-1 shows an example of the window when one HBA is installed in only one node.
(
Figure B.5.1.1-1 shows an example of the input window when the port number “1” is selected.

[image: image2]
Figure B.5.1.1-1  Emulex Utility window (example) when 1 HBA and 2 Ports are Mounted
(4)
Take a note of WWN (16-digit alphanumeric characters) displayed at “Port Name:” as shown in Figure B.5.1.1-2 in the worksheet for a memo of WWN as shown in Table B.5.1.1-1, and then press [Esc] key to return to the previous window.
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Figure B.5.1.1-2  Emulex Utility Port window (example) when 1 HBA and 2 Ports are Mounted
NOTE:
Columns “List No.1” and “List No.2” in Table B.5.1.1-1 correspond to the list numbers “1” and “2” in Figure B.5.1.1-1.
Table B.5.1.1-1  Example of Writing Worksheet for Memo of WWN when the port number of Node0 is “1”
	
	List No.1 (*1)
	List No.2 (*2)

	node0
	10000000 C9F4E21B
	

	node1
	
	


*1:
This corresponds to the port “fc0005” in ‘Figure A.2.2.2-1 Rear View of the Node (Example.)’
*2:
This corresponds to the port “fc0004” in ‘Figure A.2.2.2-1 Rear View of the Node (Example.)’
(5)
Perform steps (3) and (4) for the number of mounted ports.
(6)
Enter “Y” at “REBOOT THE SYSTEM (Y/N);” in the message of Figure B.5.1.1-3.

[image: image4]
Figure B.5.1.1-3  Reboot Message
(7)
When you enter “Y”, the node is automatically rebooted.
B.5.1.2
In the case of Hitachi HBA
(1)
Perform item (a) when the OS is terminated or execute (b) when the OS is started.

(a)
Start the OS by referring to “Installation ‘2.1.1 Procedure for turning on the power’ (INST 02-0000)”.
(b)
Restart the OS by referring to “Installation ‘2.1.3 Procedure for rebooting the OS’ (INST 02-0100)”.
(2)
If the following message is displayed while the OS is in operation, press [R] key while holding down the [Ctrl] key to display the Hitachi Fibre Channel Adapter ROM BIOS window.
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(3)
Select “SELECT HBA” in Figure B.5.1.2-1, and then press [Enter] key.
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Figure B.5.1.2-1  SELECT OPERATION Window
(4)
Take a note of WWN (16-digit alphanumeric characters) displayed at “FC WORLD WIDE NAME” as shown in Figure B.5.1.2-2 in the worksheet for a memo of WWN as shown in Table B.5.1.2-1, and then press [Esc] key to return to the previous window.

[image: image7]
Figure B.5.1.2-2  SELECT HBA window (Example)
NOTE:
Columns “List No.1” and “List No.2” in Table B.5.1.2-1 correspond to the list numbers “1” and “2” in Figure B.5.1.2-1.
Table B.5.1.2-1  Example of Writing Worksheet for Memo of WWN when the port number of Node0 is “1”
	
	List No.1 (*1)
	List No.2 (*2)

	node0
	50000870 0053C160
	

	node1
	
	


*1:
This corresponds to the port “fc0004” in ‘Table A.2.2.2-1 Rear View of the Node (Example.)’
*2:
This corresponds to the port “fc0005” in ‘Table A.2.2.2-1 Rear View of the Node (Example.)’
(5)
The window as shown in Figure B.5.1.2-1 is displayed. Press [Esc] key to display the EXIT SETUP window as shown in Figure B.5.1.2-3. Select “EXIT SETUP” and press [Enter] key. The node will be rebooted.

[image: image8]
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Figure B.5.1.2-3  EXIT SETUP window









































































































































































































































































































































































































































































































Reboot the System to make All the Changes to Take Effect!





REBOOT THE SYSTEM (Y/N);





















































































































































Emulex Light Pulse BIOS Utility, ZB2.01a2


Copyright (c) 1997-2007 Emulex. All rights reserved.





Emulex Adapters in the System:





1.  LPe11002- M4:       PCI Bus, Device, Function (02, 00, 00)	“1”


2.  LPe11002- M4:       PCI Bus, Device, Function (02, 00, 01)	“2”




















Enter a Selection:  1





Enter <x> to Exit
























































































































































Adapter 01:	PCI Bus, Device, Function (03, 00, 01)





LPe12002-M8-HI: Mem Base: DF980000     Firmware Version: US1.10A5


Port Name: 10000000 C9F4E21B     Node Name: 20000000 C9F4E21B


Topology: Auto Topology : Loop First (Default)


The BIOS of this Adapter is Disable








1. Configure Boot Devices


2. Configure This Adapter’s Parameters











Enter a Selection:





Enter <x> to Exit          <d> to Default Values          <Esc> to Previous Menu

































































































































































































































































































































































“2.”

















<Message>


Press < Alt-E> or <Ctrl-E> to enter Emulex BIOS Configuration


utility. Press< s > to skip Emulex BIOS




















List No.















































































































































“1.”





List No.











<Message>


Hitachi Fibre Channel Adapter ROM BIOS Version XX.XX.XX.XX 


Copyright (C)HITACHI,Ltd 20XX,20XX. All rights reserved.





Press <Ctrl-R> to Enter BIOS







































































Copyright ( 2012, Hitachi, Ltd.

STDP 05-Contents

[image: image9.png]<< SELECT OPERATION >>

JSELECT HBA} - select HBA to set options

SET OPTIONS FOR ALL HBA - set options for ALL HBAs

<Arrou key> Select Memu <Enter> Selection <Esc> Exit



[image: image10.png]<< SELECT HBA >>

PCI PCI PCI  FC

FA
HBA# BUSH DEUM FUNCH WORLD WIDE NAME SYSREY
50000870 0053C160 01380456}
03 00 01 50000870 0053C162 01380456

<Arrouw key> Select HBA

<Ese> Exit

<Enter> Selection



[image: image11.png]<< EXIT SETUP >>

RETURN 10 SETUP

<Arrou key> Select Menu <Enter> Selection



